


PREMIORRI VIAMAGGIORE

Brand Premiorri contains global understanding 
of design as combination of art taste, 
correspondence to modern visual trends and 
innovations in production processes in all 
stages including formula, technologies, special 
programs for development of tyre brand.

In Premiorri tyres it is realized the art of 
ŜŦŦƛŎƛŜƴǘ ǳǎŜ ƻŦ ŎƻƴǎǳƳŜǊΩǎ ōǳŘƎŜǘ ƴƻǘ ƻƴƭȅ ŀǘ 
the moment of purchase but also during all 
the period their performance.

DESIGN ECONOMY



KNOW-HOW PREMIORRI VIAMAGGIORE

Technology Zeasnateis developed to ensure optimum 
gripping of winter tyreskeeping elasticity at low 
temperature. Tread rubber compounds include silica Zeosil, 
high content of natural rubbers (80%), environmentally 
friendly oils Nytex.

Due to sophisticated tread pattern the άwǳōōŜǊ ½-ǎǘǳŘέ 
is designed in such a way that while running additional 
ǎƘŀǊǇ ŜŘƎŜǎ ŀǊŜ ŦƻǊƳŜŘΣ ǘƘŜ άǎǘǳŘέ Ŏǳǘǎ ƛƴǘƻ ǊƻƭƭŜŘ ǎƴƻǿ 
and guarantees additional gripping and safety without 
increasing of noise level and not destroying road surface.



PREMIORRI VIAMAGGIORE

PULL UP IN TIME

In winter it is very important to pull up in time on all 

types of winter roads.

Due to sophisticated tread pattern the ñRUBBER Z-STUDò 

is designed in such a way that while running ADDITIONAL 

SHARP EDGESare formed, the ñstudò cuts into rolled snow 

and guarantees additional gripping and safety.

Maximum gripping.

Due to unique TECHNOLOGY ZIASNATE and OPTIMAL 

CONCENTRATION OF RUBBER ñZ-STUDSò located in 

different parts of tread pattern maximum gripping and 

stability at driving on winter road are guaranteed.

Improved gripping with wet road and protection from 

aquaplaning. Optimal INCLINATION OF WIDE GROOVES 

ensures quick expel of water and sleet from contact area. 

High density of SMALL CROSS GROOVES creates 

multiple ADDITIONAL EDGES which cut water film.



PREMIORRI VIAMAGGIORE

HOW TO AVOID SKIDDING

In winter it is very important to control car handling and 

keep tracking.

Lateral stability on rolled snow is ensured by 

AGGRESSIVE LUGS WITHOUT ROUNDING.

Improved stability and gripping on rolled snow 

and ice due to TOOTHED STEPS ON EDGE 

LUGS.

Additional lateral gripping at turnings due to 
BIAS CROSS GROOVES WITH OPTIMIZED 

INCLINATION.



PREMIORRI VIAMAGGIORE

ENJOY SILENCE

It is known that winter tyres are much more noisy than 

summer ones.

In order to achieve maximum comfort, vibration 

of tread pattern elements is reduced due to 

BEVEL SHARP ANGLE.

Low noise level.

INTERSPACING OF DIFFERENT SIZE BLOCKS 

INCLINED in the direction of rib movement 
reduces resonant effects and noise.



PREMIORRI VIAMAGGIORE

HOW TO EXTEND SERVICE LIFE OF 

THE TYRE?

Availability of unique design features helps a tyre to live 

longer.

OPTIMIZED CONTACT AREA results in uniform 

wearing ensuring higher mileage and lower 

rolling resistance. 

LATERAL GROOVES ensure efficient heat 

removing increasing tyre life.



SIZES OF PREMIORRI VIAMAGGIORE

мтрκтлwмо  ун́мфрκсрwмр  фм́
мсрκтлwмп  ум́нлрκррwмс  фм́
мурκсрwмп  ус́нлрκслwмс  фн́
мфрκррwмр  ур́

мурκслwмр  уп́
мфрκслwмр  уу́
нмрκслwмс  фр́

PERSPECTIVE SIZES OF PREMIORRI VIAMAGGIORE



Table of technical specifications for tyres Premiorri ViaMaggiore

Tyresize
175/70R13 

82T
165/70R14 

81T
185/65R14 

86T
195/55R15 

85T
195/65R15 

91T
205/55R16 

91T
205/60R16 

92T

Overall diameter, mm 576 588 596 595 635 632 652

Overall width, mm, max. 177 (on rim 5 J) 170 (on rim 5 J) 189 (on rimрѹ  J) 201 (on rim 6 J) 201 (on rim 6 J) 214 (on rimс ѹ J) 209 (on rim 6 J) 

Load Index (LI) 82 81 86 85 91 91 92

Maximum load, kg 475 462 530 515 615 615 630

Max load pressure, 
ƪƎκŎƳч

2,5 2,5 2,5 2,5 2,5 2,5 2,5

Normal load, kg 405 400 460 450 535 535 550

Normal load pressure, 
ƪƎκŎƳч

2 2,1 2,1 2,1 2,1 2,1 2,1

Speed rating ́ ́ ́ ́ ́ ́ ́

Maximum speed, km/h 190 190 190 190 190 190 190

Applicability In accordance with vehicle manufacturer instructions (passport, car user manual, etc.) 

Recommended 
wheel-rim size 

5 J, 5.00 ʕ 5 J, 5.00 ʕ рѹ  W 6 J 6 J с ѹ W 6 J

Acceptable wheel-rim size
рΦрл ˤΣ р ѹ WΣ  с WΣ п 
ѹ WΣ пΦрл ˤΣ сΦлл ˤ

п WΣ пΦрл ˤΣ п ѹ WΣ 
рΦрл ˤΣ р ѹ W

р WΣ с WΣ с ѹ Wт WΣ р ѹ WΣ с ѹ Wт WΣ р ѹ WΣ с ѹ Wр ѹ WΣ с WΣ т WΣ т ѹ Wс ѹ WΣ т WΣ т ѹ W



DESIGNATIONS ON TYRE



SOCIAL RESPONSIBILITY 
(ecology + NYTEX)

Up-to-date technology and materials which meet 

requirements of REACH (System of Registration, 

Evaluation, Authorization and Restriction of Chemical 

substances in European Union. The main purpose of 

REACH is to guarantee high level of human health and 

environmental protection) are used in tyre production.

In production of  PREMIORRI ViaMaggiore tyres

environmentally friendly oils NYTEX (Sweden), special type 

of silica Zeosil 1165 MR as well as latest grades of rubbers 

are used. 

Exceptional consumerôs tyre characteristics are achieved 

and tyres are environmentally friendly due to the above 

mentioned. Eco-marker ñecological tireò is marked on a 

sidewall.  

Index of rolling resistance meets European Standards what 

is proved by the certificates E8*117R-01*0027 SW*00.


